                                                            Instructions for printing

Be sure and set your printer to the LANDSCAPE mode …

If targets do not print out the correct size then your printing software is overriding the imbedded resolution setting .. Most photo editing and graphics programs with a PRINT option WILL NOT DO THIS.  Some “paint” programs MAY print the targets the wrong size.. In the help section of your printing program search on RESOLUTION or IMAGE SIZE and follow instructions to alter the image size if the targets do not print out the correctly ..

  Another alternative would be to use a different printing program that will print a BMP file – It should lock onto the imbedded resolution setting and print the targets the correct size. Any photo editing programs ( Photoshop, Photodeluxe, Photoimpact, Paint Shop Pro etc. ) will work ok and print the targets the proper size 

5 meter target should have 4 black bulls – 1 and  5/32 inches in diameter – 192 DPI – For proper practice shoot at this target from 16 feet 5 inches

6 meter target should have 4 black bulls – 1 and 13/32 inches in diameter – 160 DPI For proper practice shoot at this target from 19 feet 8 inches

7 meter target should have 2 black bulls – 1 and  5/8 inches in diameter – 137 DPI   For proper practice shoot at this target from 23 feet

                                       Bob Latino

                                       Email - Bob01605@aol.com
                                       http://benchrest.com/latino/html/targets.html
